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MaxiForce Light Removable Bollard MRSP- Available Head Styles

Standard Body, Padlock Operated, Standard Style Head, and Base Product code Choose One

|—6"—— 3"
|‘ - Low maintenance / durable steel construction
- No complex assembly required in the field
- Custom options, colors and finishes available
upon request
I I H - Reflective tape available upon request
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as shown

32"
Above Grade

Available Base Styles

40"
Overall Height

Flush surface when bollard is removed.
Leaves no tripping hazard and

won't catch snow plows or other
maintenance equipment.

Padlock by
others
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Below Grade
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!|! O PC - Powder Coated
i'i O PCZ - Primed w/ DRYZINC Primer
1. Max@Force Steel pipe bollard per specification. li O G - Hot Dip Galvanized
2. MaxiForce Removable Base assembly per ] ) \ ) 0 GPC - Hot Dip Galvanized and Powder Coated
Blue Ember Technologies. i ]
3. Finished grade or pavement. ] ) Protected Side PC Color (if applicable):
4. Concrete base pier per schedule, at each H //
5 5/'3? ;Igevpe\./c ipe as needed for drainage I I Pollrd Assy. Teiant - |Base Weldh: :
o pi.pe sIevae 9 = __421 951b MaxiForce
. | rawing Rev. Create: .
6. Compacted gravel bed (3" minimum). SQrigregss 2 4/18/2023 7560 Main Street
7. #3 hoop ties at 12" O.C. and 2 - #4 ties at 28279258 PROPRIETARY AND CONFIDENTIAL SyIII<eS\1/|||2,1IC\)/ID5§§798£I88
top and bottom of concrete pier. THIS DRAWING CONTAINS PROPRIETARY tel: +1 ( ) .
INFORMATION OF BLUE EMBER TECHNoLoGIes, |  Sales@maxiforcebollards.com MF Light
INFORMATION CONTAINED HEREIN FOR OTHER www.maxiforcebollards.com Removable
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